ULTRA CENTER – THE FOUNDATION FOR HIGH-END THEATER SYSTEMS

The Ultra Center will anchor the home theater front stage, and effortlessly handle the most complex and dialogue-intensive scenes with stunning realism and lifelike dynamics.

Featuring the dramatic bevelled edge design cues from the other members of the Ultra speaker family, and elegantly finished in premium-grade real wood black oak veneer and piano gloss black, the Ultra Center will complement any upscale theater.

SPECIFICATION

- Real Black Oak Veneer and Piano Gloss Black finish options
- SoundMatch 3-way crossover network with premium components
- 1" aluminum dome tweeter
- 4" midrange driver
- Dual 6.5" midrange drivers
- Dual gold-plated 5-way binding posts
- Rated bandwidth: 45 Hz-32 kHz (±3 dB)
- Sensitivity: 87 dB
  (2.83V @ 1 meter full-space, 300-3kHz)
- Nominal impedance: 8 ohms
- Recommended power: 20-225 watts
- Cabinet size: 8" (H) x 22" (W) x 10" (D)

PREMIUM DRIVERS AND CROSSOVERS

SVS uses the highest quality drivers, combined with SoundMatch crossover networks, to ensure the highest sound quality. Our aluminum dome tweeter features an optimized diffuser to eliminate diffraction artifacts. The midrange and woofers utilizes an FEA-designed motor and suspension, a shorting ring to reduce distortion, and treated cones to minimize resonances. The crossover network was designed using sophisticated software and extensive electroacoustical measurements, and features premium-grade capacitors, air-core inductors and printed circuit boards.

STUNNING SOUND QUALITY

Delivering room-filling presence, natural timbre, powerful dynamics, and outstanding vocal reproduction, the Ultra Center will immerse the listener in the cinema experience, and also provide an outstanding foundation for multi-channel music.

PRECISION CNC CONSTRUCTION, ACOUSTICALLY INERT CABINET DESIGN

Ensuring that this beauty is not just skin deep, the Ultra Center cabinet is precision CNC-manufactured with extensive internal blocking and bracing, resulting in perfect edge and panel alignment, no resonances and excellent rigidity - ensuring you hear nothing but pure and uncolored sound.