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335 370
D6M

 Linear Performance Warranty
 - 1-year: 97% power output
   then power degradation 0.7% per year till 25th year
 - 25-year: 80.2% power output 
 - 10-year: 90.7% power output
   IEC 61215 / IEC 61730, CE, MCS, UL1703, CEC 

E4A

Certificate Number MCS PV0203 Technology

E330639
MODULE

Withstand strong snow load 5400 Pa / wind load 2400 Pa



5400 Pa (Certi�ed by TÜV Rheinland)

1956mm (L)1 x 992 mm (W)1 x 35 mm (D)2 / 
77” (L)1 x 39.1” (W)1 x 1.38” (D)2 

72 monocrystalline

Package Configuration 30 pcs per pallet, 660 modules per 40’ HQ container
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345 W

17.8%

46.61 V

37.96 V

9.51 A

9.09 A

360 W

18.6%

47.44 V

39.01 V

9.77 A

9.23 A

370 W

19.1%

47.81 V

39.40 V

9.89 A

9.41 A

365 W

18.8%

47.67 V

39.38 V

9.84 A

9.27 A

350 W

18.0%

46.89 V

38.34 V

9.54 A

9.13 A

355 W

18.3%

47.16 V

38.63 V

9.70 A

9.19 A

335 W

17.3%

46.04 V

37.47 V

9.41 A

8.96 A

340 W

17.5%

46.16 V

37.57 V

9.48 A

9.06 A
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(Vmpp)

(Impp)

3.2 mm thickness

1  : With assembly tolerance of ± 2 mm [± 0.08”]2  : With assembly tolerance of ± 0.8 mm [± 0.03”]

23 kg / 50.7 lbs


