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Size Thickster® ASTM Standard

Medium 97 ± 5 80 ± 10

Large 107 ± 5 95 ± 10

X-Large 117 ± 5 111 ± 10

2X-Large 125 ± 5 120 ± 10

Palm Width (mm)

Thickster® ASTM Standard

Before Aging (MPa) min. 22 min. 12.5

After Aging (MPa) min. 18 min. 12.5

Tensile Strength

Dimension Thickster® ASTM Standard

Length (mm) 300 ± 5 120 ± 10

Cuff Thickness (mm) 0.20 ± 0.02 N/A

Palm Thickness (mm) 0.32 ± 0.02 0.05

Finger Thickness (mm) 0.36 ± 0.02 0.05

Length / Thickness (single wall)

Thickster® ASTM Standard

Before Aging (%) 700 500

After Aging (%) 680 400

Elongation

POWDERED OR 
POWDER-FREE

EXAM GRADE TEXTURED 
GRIP

SINGLE USE 
ONLY

EXTENDED 
CUFF

®

• Powdered latex or powder-free exam grade latex
• Thickness: 14 mil
• 12" length for added protection
• Beaded cuff for easy donning
• Fully textured for superior grip
• Strong yet soft and flexible
• Single use only

Powder-Free  
Box of 50 Item No.  Size
6602-20 Medium
6603-20 Large
6604-20 X-Large
6605-20 2X-Large

Powdered
Box of 50 Item No.  Size
6602 Medium
6603 Large
6604 X-Large
6605 2X-Large

Powder-Free 
Pack of 2 Pairs Size
6603-22 Large
6604-22 X-Large

Ultra Thick Disposable Gloves


